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U2

U1

B6 8 #4 STR 21’-1"

U2 15 #4 8 5’-10"

4

4

B7 13 #4 STR 2’-10"

B8 3 #4

42’-5"

22’-5"

39’-9"
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18

3
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V3 STR28 #5 9’-0"

HK.
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"
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1’-3"  LAP

C.Y.

C.Y.

1’-5"

13’-0"

7’-1"

250

EA.3

E.K. POPE

6/16/14
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3

4
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"

2
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"
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"

5
"

6
"

3" HIGH B.B.

6
"

6
"

2" CL. (TYP.) 8"

OVER PILES

2’’  CL.
FILL

FACE

CONST. JT.

2’’  CL.

(M
I

N
.)

  ARE TAKEN AT THIS POINT.

  BRIDGE SEAT BUILD-UPS

* ELEVATIONS BETWEEN

3’-2"

1’-11" 1’-3"

1’-2�"

SECTION A-A

3-#10 B1
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0
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EA. FACE

1-#5 B4
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1-#4 K1 EA. FACE
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1-#4 K1 EA. FACE
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6
"

6
"
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2’’  CL.

  ARE TAKEN AT THIS POINT.

  BRIDGE SEAT BUILD-UPS
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SECTION B-B

12

3

3’-2"

1’-11" 1’-3"

1’-2�"

8"

1
’-

0
"

1
’-

0
"

1
’-

0
"

#4 U1

#4 S3

#5 V1

1-#4 K1 EA. FACE

1-#4 K1 EA. FACE

1-#4 K1 EA. FACE

1-#4 K1 EA. FACE

#4 U2

1-#10 B1

3-#10 B1

#4 S1

#4 S4

4-#10 B2

(FRONT FACE TO FILL FACE)

#4 B8, #4 B9, #4 B10 & #4 B11

V
A

R
I

E
S

1’-2" 1’-0" 1’-0"

FOOT BAGS OF #78M STONE.

BAGS SHALL BE OF POROUS

FOR DRAINAGE

GRADE TO DRAIN

TOE OF SLOPE

BAGGED STONE SHALL REMAIN IN PLACE UNTIL THE ENGINEER DIRECTS THAT

ACCUMULATIONS AT BAGGED STONE WHEN SO DIRECTED BY THE ENGINEER.

BAGS SHALL BE REMOVED AND REPLACED WHENEVER THE ENGINEER DETER-

MINES THAT THEY HAVE DETERIORATED AND LOST THEIR EFFECTIVENESS.

NO SEPARATE PAYMENT WILL BE MADE FOR THIS WORK AND THE ENTIRE

COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE

BID FOR THE SEVERAL PAY ITEMS.

TEMPORARY DRAINAGE AT END BENT

BAGGED STONE AND PIPE SHALL BE PLACED IMMEDIATELY AFTER COMPLETION

PIPE WILL NOT BE ALLOWED.

6" ( MIN.) PIPE
FABRIC,SECURELY TIED.

OF END BENT EXCAVATION.  PIPE MAY BE EITHER CONCRETE, CORRUGATED

STEEL, CORRUGATED ALUMINUM ALLOY, OR CORRUGATED PLASTIC.  PERFORATED

IT BE REMOVED.  THE CONTRACTOR SHALL REMOVE AND DISPOSE OF SILT
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HK.
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2
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29’-8"
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STR 27
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STR 14

B9 3 #4 7’-3"STR 15

3 #4 7’-5"STR 15

3 #4 7’-7"STR 15

B10

B11

247
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21’-1" 225
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20
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#4 B7

EA. FACE

1-#5 B4

OVER PILES

4-#4 B6 @ 4"  CTS.

1
’-

0
"

1
’-

0
"

1
’-

2
"

12" PRESTRESSED CONCRETE PILES

PILE REDRIVES

POUR #2

OF WINGS

BACKWALL & UPPER PART

CLASS ‘‘A’’ CONCRETE TOTAL

POUR #1

CAP & LOWER PART OF WINGS

8/11/14M.D. PISO

MINIMUM OF 3-ONE CUBIC 1
’-

6
"

U
1

U
2

132

CONCRETE PILE

12" PRESTRESSED

CONCRETE BRACE PILE

12" PRESTRESSED CONCRETE PILE

12" PRESTRESSED

CONCRETE BRACE PILE

12" PRESTRESSED

c

c

#10

#10

#10

1/21/15

1
0
"

1
0
"

31’-1"

11’-10"

12’-0"

CONCRETE FOR THE END BENT CAP.

PILES HAS BEEN DEDUCTED FROM THE QUANTITY OF CLASS ‘A’ 

THE CONCRETE DISPLACED BY THE 12" PRESTRESSED CONCRETE

ONSLOW & JONES

END BENT No. 1

LINE

GUTTER 

CURB

1’-4"

MAT’L.

1" EXP. JT.

CURB

CONCRETE BARRIER RAIL

FILL FACE @ END BENT

PLAN

ELEVATION

IS CAST IF SLIP FORMING IS USED.

THE APPROACH SLAB HAS BEEN SAWED AND THE BARRIER RAIL

BE POURED AFTER THE JOINT BETWEEN THE DECK AND

THE CONCRETE IN THE SHADED AREA OF THE WING SHALL

BLOCKOUT IN WING WALL 

CONCRETE BARRIER RAIL

1" EXP. JT. MAT’L.

4"

NOTE:

CONST. JT.

BACKWALL

END BENT

À JT. AT

CONST.JT.

S1-022

31

K.P. SEDAI, P.E.

3/26/2015 

https://trust.docusign.com

	References
	R2514B_SM_E#.dgn


		2015-03-26T07:47:37-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




